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1 NOTE: STAIR STRINGER!
LM.J MAY PROJECT A MAXIMUN
N STaioe TREAD .& OF 1'/;" ON EACH SIDE
H WIDTH OF STAIRS:
. (1) 36" FOR OCCUPANT LOAD LESS THAN 50
| | (2) 44" MINIMUM FOR OCCUPANT LOADS OF 50 OR MORE
! : OR AS REQUIRED BY SECTION 1009.1 & EXCEPTION: 1 siaswer 4 1 41> MAXIMUM PROJECTION
WIDTH OF > Rl
NEED NOT EXCEED 44" IF LANDING OCCURS IN A
STAIRS STRAIGHT RUN OF STAIRS 2010 CRCR311.7
PROJECTIONS INTO STAIRWAY WIDTH

LANDING DIMENSIONS

(4" MINIMUM RISE)

7 ¥ MAXIMUM RISE

10” MINIMUM RUN

————

REQUIRED WIDTH OF RUN SHALL
BE PROVIDED N THIS LOCATION

IN THIS LOCATION (SECTION R311.7.3)

REQUIRED WIDTH OF RUN SHALL BE PROVIDED

Exception: Private steps load of less than
10 and stairways to unoccupied roofs may
be constructed with 7.75” maximum rise
and a 10” minimum run.
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(SECTION 1006 4)

\ SR

NOTE HANORAILS

NOT SHOWN FOR CLARITY
\.1 "8 MIN

= T

I S I
Plan View note handrails not Plan View
stairway width shown for clarity Stairway width

(sec. R311.7.3) (sec. R311.7.3)
Limitation applies to R30ccupancy and private stairways in R1 occupancy
Winding Stairway Alternate use of Winders

RISE AND RUN

The largest tread width of riser height
within any flight of stairs shall not

exceed the smallest by more than 3/8”
(Section R311.7.4.1, R311.7.4.2)

MAXIMUM 9' 2-INCH
RISE BETWEEN TREADS

> :
&, —
S 4 % Min. radius
& twice
A & stairway UMITATIONS
; width 1 mvp@'“ﬁss;o R-3 ecscuwmcv
AND VA AJRWA N
3 sec. 1009.7 A1 OCCUPANGIES.
1 . . MITED TO SERVING AS EXIT
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ALTERNATE SHAPE OF LANDING

WINDING STAIRS

ONE TWIN PINES LANE, SUITE 110, BELMONT CA 94002-3867 (650) 595-7422




